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@ Material Safety Data Sheet

The information presented in these forms is believed to be correct and sufficient to meet the requirements of OSHA Hazard Communication
standard (29 CFR 1910.1200) conceming worker’s right to know.

This MSDS covers the fallowing Aervoe aerosol product,

Manufactured for: PPS Packaging Company

PRODUCT NAME: 308 Submarine Sealer Cooler Coaling 933 - 595 N

SECTION | - MANUFACTURER IDENTIFICATION

MANUFACTURER’S NAME: Aervoe Industries Inc. ADDRESS: 1198 Mark Circle, Gardnerville, NV 89410
INFORMATION PHONE: 775-782-0100 EMERGENCY PHONE: 1-800-424-9300
DATE REVISED: 06-07-04 REASON REVISED: Updated

SECTION il - HAZARDOUS INGREDIENTS / SARA il INFORMATION
OCCUPATIONAL EXPOSURE LIMITS

HAZARDOUS WEIGHT LD50 SPECIES LC50 SPECIES
COMPONENTS PERCENT OSHAPEL ACGIHTLV & ROUTE & ROUTE
"Xylene 100 ppm 100 ppm 4300 mg / kg (Rat-Oral) 6700 ppm / 4 hr (Rat-Inha)
(CAS 1330-20-7)  15-40
Hydrocarbon Propeliant 1000 ppm 1000 ppm N/AV N/IAV
(CAS 68476-86-8) 10-30
Solvent Naphtha (Pefroleum), Light Aliphatic N/ AV N/AV > 2 84 g/ kg (Rat-Dermal) N/AV
(CAS 64742-89-8) 3-7 > 7,10 g/ kg (Rat-Oral)
Aliphatic Hydrocarbon 500 ppm 100 ppm N/AV NiAV

(CAS B05241-3)  1-5

“Indicates toxic chemical(s) subject to the reporting requirements of section 313 of Title Il] and of 40 CFR 372.
NOTE: N /AP = Not Applicable N /AV = Not Available
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